时刻通讯RTC基于WebRTC技术说明
1、架构层面：
时刻通讯RTC整体架构采用了WebRTC SFU、MCU混合模式，如图所示：
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2. 源码实现层面：
音视频数据传输层基于WebRTC RTCPeerConnection模块实现，部分代码示例：
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4 void PeerConnectionDelegateAdapter: :OnDataChannel(
" rec: :scoped_refptr<DataChannelInterface> data_channel) {
RTC_OBJC_TYPE (RTCPeexConnection) *peer_connection = peer_connection_;

1 RTC_OBIC_TYPE(RTCDataChannel) dataChannel

[[RTC_0BIC_TYPE (RTCDataChannel) alloc] initWithFactory:peer_connection.factory
3 nativeDataChannel:data_channell;
¢ [peer_connection.delegate peerConnection:peer_connection
5 didopenDataChannel:dataChannel];
6 )

8 void PeerConnectionDelegateAdapter:
RTC_0BJC_TYPE (RTCPeexConnection) #pe

nRenegotiationNeeded() {
_connection = peer_connection.

20 [peer_connection.delegate peerConnectionShouldNegotiate:peer_connection];
¥
void PeerConnectionDelegateAdapter: :OnTceConnectionChange(
" PeerConnectionInterface: :IceConnectionState new_state) {
& RTCIceConnectionState state
8 [RTC_0BIC_TYPE(RTCPeerConnection) iceConnectionStateForNativeState:new_statel;
4/ [peer_connection_.delegate peerConnection:peer_connection_ didChangelceConnectionStat
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3. 系统RunTime数据分析层面：
RTC SDK与RTC服务信令交互的解密后抓包截图：
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